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� Mains: 230 Vac, 50 Hz. Single Phase         
� Fan Safety Fuses: 2 Amp. – Model M2       

6.3 Amp – Model M6       
� Max. Outputs:                                              

Voltage 100…230 Vac                       
Full Load Currents:                            

Model M2  2 Amp.              
Model M6  6 Amp.             

� Fan Run Indicator                                        
� Dims:  150 x 150 x 35 mm                    .      

(Twin Gang Box)

Models  M2 & M6 Manually Controlled Model M10:    Manually Controlled                    
Model M10/S: Temp. Controlled                         
Model M10/V: 0-10 Vdc: Input Signal Controlled 

� Mains:230 Vac, 50 Hz. Single Phase.
� Fan Safety Fuse:                                              
� Max outputs:                                                    

Voltage 100…230 Vac             
Full Load Current:  10 amp.                       

� Door Interlock isolator                                        
� Fan Run Indication
� Panel Live Indicator                                           
� Epoxy painted steel enclosure.                         
� Dims: 300 x 300 x 150
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L1 230 Vac 50 Hz.
Supply
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Temp. Sensor – M10/S

0-10 Vdc Signal - M10/V

To Fan

Models M2 & M6 Models M10, M10/S & M10/V

Single Phase:                                                   
Manual , Temperature or 0 – 10 Vdc Signal     
Controlling.

Tel. / Fax: +44 (0)1 93287 5227 & 5225,   Email: info@sciuk.co.uk   Web: www.sciuk.co.uk

The manufacturer reserves the right to make changes without prior notice


