
The M500… Control Unit is connected to 
the remote mounted GHU… Room or Duct 
mounting Temperature & Humidity 
Transmitter and offers:
Heat / Cool / Humidity / De- humidity:
Switched & /or 0 – 10 Vdc Outputs as     
follows:  

Direct from 24 Vac powered M500…
or from 230 Vac Remote PS… Power    

board connected to the M500... Unit.

• 24Vac & 12 Vdc / 230 Vac Power.

• Temperature Range:  0 -60°C 

• Humidity Range: 10-99% Rh  

• Separate Switched or 0-10 Vdc Proportional                   

Cool / Heat / Hum. / De-Hum outputs.

•Adjustable Temperature Differentials:              

(0.5 -1.5°C) - Dead-zone (0.5 -2.5°C). 

• Adjustable Humidity Differentials (0.5-3.0% Rh)     

and Dead-Zone (0.5 -5.0% Rh) 

• Automatic operation

• SCI provide the GHU..  Room & Duct,     

Combined Temp.& Hum. Transmitter.

Features

M500. . Combined Temperature & Humidity Controllers 
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Combined Temperature & Humidity 
Controller, offering                            
Heat / Cool / Humidity / De-humidity      
switched or 0 – 10 Vdc modulating       
outputs either direct from the controller 
or from a remote Power Board.

GHU…
Transmitter

M5000…
Controller

PS…
Power Board

24 Vac

24 Vac

12Vdc-230Vac

24 Vac

12Vdc-230Vac

24 Vac

12Vdc-230Vac

Power

Volts

--0–10Vdc0–10Vdc0–10Vdc0–10VdcM5001/24(4x 0-10V)

--1111M5004/24V

PS1041121M5004/12V

--1122M5002/24V

PS1041122M5002/12V

--1111M5001/24V

PS1041111M5001/12V

PS…
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Stgs

Htg.

Stgs.

Clg.

Stgs.

Model

Features

Models



Pg.2 Tel / Fax: +44 (0)1 932875227 & 5225 I Email: info@sciuk.co.uk I Web: www.sciuk.co.uk

Electrical Diagrams

GHU… Temp. / Hum. Transmitter

M500… Controller

- +T1 T1 R C

0 -RH T

Y HM DHW N AL AL R N

Supply 
24Vac

Supply 
12Vdc

Not in 
Use

Not in

Use

Not in

Use

D
e–

hu
m

. S
w

t. 
/0

-1
0V

H
um

. S
w

t. 
/ 0

-1
0V

C
oo

l S
w

t./
 0

-1
0V

H
ea

t S
w

t. 
/ 0

-1
0V

C
om

m
on

 -
N

eu
tr

al

�

Specifications

50K@25°CTemperature Input

UL94V-0Flammability

PC/ABSPlastic

1°CAccuracy

WhiteColor

°CScale

10°C ÷ 30°C Temperature Range

Weight 0.25 Kg

Accessories

Decorative Plastic Back PlateWP2

Decorative Plastic Back Plate - WideWP3

Power Supply with dry contactsGHU/D

DescriptionPart Number

GHU/R Power Supply

�

Humidity 0-10V

Temperature 0-10V

RH T

Air Flow 
Input- 0-10V

SCI(UK)
Systems Controls & Instruments (UK) Ltd.

Dimensions
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PS102… Power board
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230 Vac 
Power

12 Vdc Multi-Core 
Cable Link
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.Control Package Components

M500../ 24 Vac + GHU…

M500../ 12 Vdc + PS102…(230 Vac) + GHU…

Output Relay Ratings:   24 Vac   = 2 Amp; 
230 Vac   = 5 Amp. 

30mm43mm 40mm

53mm 15mm15mm

45mm38mm

PS102… 90 x145 x40 mm.
GHU/R 105 x 85 x 45mm   
GHU/D    110 x 110 x 55 mm.  - Probe  15mm. Dia. x120 mm. long 

The manufacturer reserves the right to make changes without prior notice�


