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• All-In-OneTM system for A/C applications
with jumper selection

• Heat Pump or Heat Cool
• 1 Speed / 3 Speed
• Indoor Coil Sensor for defrost
• Outdoor Coil Sensor for defrost for Heat 

Pump Applications
• Heaters protection – Dry Contact
• Occupancy Sensor input
• Surface and Flush Mount thermostats   

- option
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Controller PS 1800-AC-SUPER
With Communication built-in.

The PS 1800-AC-SUPER is a main 
controller for AC applications for the 
Maxinet System.
The PS 1800-AC-SUPER has most of the 
applications built-in, field selectable.
This flexibility gives the customers the 
advantage of having one main controller 
for most of AC applications.
The PS 1800-AC-SUPER has a modular 
and modern design for the high 
requirements of the market today. 
The PS 1800-AC-SUPER is factory pre-
program to save valued time on field 
programming. 
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Length 160 mm

Width 83 mm

Height 31 mm

GND

INDOOR
SENSOR

� � � � � � � � � � � � DRY2 N.C1 N.01

H.EL 2

F4 F5 F6

DRY CONTACT 
VOLTAGE FREE

INPUTS

LOW VOLTAGE CONNECTIONS
FOR USER INTERFACE

MAXINET PROTOCOL
RS-485

T3 T3 T2 T2 T1 T1

OUTDOOR
SENSOR

ROOM
SENSOR

option

0 Y 0 1 2 3 8 7 B A

COOL
PROPORTIONAL

COMP2
Or

COOL2

NOT IN USE

OUTDOOR
FAN
Or

H.EL 3

COMP1
Or

COOL1

HP
Or

H.EL 1

INDOOR FAN
Low / Med / Hi

�
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Temperature Range      10° - 30°C

Weight 0.250 Kg

Scale °C 

Accuracy � 1°C 

Flammability UL94V-0
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Room Temperature Sensor � 3°RS03

Temperature Sensor into decorative boxRS01

Temperature Sensor - 80 cm CableTS01

Average Temperature Sensor into decorative boxRS02

ETN - Miga - Wall MountETN 1800

DescriptionPart Number

FMH - Miga – Flush MountFMH 1800
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Unit’s mode5

Address4

T-set2

Room Name1

3 T-ambient

Fan Speed6

Fan Only, Cooling, Heating, Auto

Physical Address

Requested temperature

Room Name

Current temperature

Low, Medium, High, Auto Speed
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Heat 1

Cool 1

1st Heating Stage – On/Off

1st Cooling Stage – On/Off

Off, Low, Med, High
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PS-1800-AC-SUPER

Cool 2 2nd Cooling Stage – On/Off

Fan Speed

T2

T3

Outdoor Coil Sensor

Indoor Coil Sensor

Heat 2 2nd Heating Stage – On/Off

Heat 3 3rd Heating Stage – On/Off

Tel / Fax: +44 (0)1 932875227 &  5225 I  Email: info@sciuk.co.uk I Web: www.sciuk.co.uk

The manufacturer reserves the right to make changes without prior notice


