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Telephone Thermostats

CEM & CEO- Thermostats with
Telephone Communication

Programmable Thermostats with
Telephone and Speaking Options

Hello.
This is your thermostat. ...




“Hello, this Is your thermostat...

Control your thermostat
from any remote location!

The built-in telephone
communication allows you to
verify current status and make
system adjustments anytime,
anywhere!!
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“Hello, this Is your thermostat...’

- Simple Installation

- Plug & Play

No need for special telephone line.

Simply plug the thermostat to an
existing phone line and it is ready to
operate.

No need to disconnect other devices
such as answering machine, fax, etc.
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“Hello, this Is your thermostat...”

Select your model:

You call Thermostat
thermostat calls you
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“Hello, this Is your thermostat...”

CEM-24 & CEO-24 allow
you to remotely...

e Turn system ON or OFF

e Change system MODE

o Set temperature (cool & heat)
 Turn Program ON or OFF

e Turn Economy Mode ON or OFF




“Hello, this Is your thermostat...”
CEO-24 Special Features:

Calls user in case of alarm situation, i.e.;
high temperature, low temperature

Can call up to 3 different numbers, in case of
“no-answer” or busy signal

If busy signal is obtained, CEO-24 redials
every 2 minutes until the line frees up- goes
through all 3 phone numbers

CEO-24 will stop calling ONLY when PIN
number has been entered- ensuring user
complete control & security

GIVING USER PEACE OF MIND!!!
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When Does the CEO-24 Call You?

IF....

e High Temperature alarm is activated (room temp
goes ABOVE high temp limit).

 Low Temperature alarm is activated (room temp
goes BELOW low temperature limit).

« Alarm 1 is activated (24Vac input).

« Alarm (*Dry Contact) is activated.

* The connection to the dry contact can be any system determined by
the user, for example; home alarm system, occupancy sensor,
equipment fault.
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Why Do | Need [t?

Going to the cottage early?

Call your CEM-24 to turn on the HEAT, so it's nice & warm
by the time you arrive.....

Left the house in a hurry?

Call your CEM-24 to turn OFF the air conditioner you left
ON by mistake.....
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Why Do | Need [t?

Worried about your second home?

Worried about your computer room?

Install the CEO-24 and let it CALL YOU if something is
wrong....allow yourself the easiest and most reliable peace of
mind!

Sudden change of plans?

Call your CEM-24 or CEO-24 to make whatever changes you
need so that you arrive to a climate you want without ever
wasting energy!
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Standard Features

Easily replaces existing thermostats!

24Vac, wall mount

Up to 2 stages of Cooling and 2 stages of Heating
1 Fan Speed

Auto-Changeover mode (Tset COOL & Tset HEAT)

5-1-1 programmable ( 4 programs per day)- 2 programmable set
points (Tset COOL & Tset HEAT)

Economy Mode (unoccupied mode)

Fault Input- 1 for CEM-24 (24Vac) and 2 for CEO-24 (24Vac & dry

contact, normally opened)

Alarm indication when temperature goes higher or lower than Tset

Alarm
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Selectable Features

e The CEM-24 & CEO-24 Series have a number of
Jumper selectable features, such as:

HC / HP mode (only for CEM-24)

In HC mode, Electric Heat or Oil/Gas can be selected. In
Electric Heat, Auto-Fan works as regular, In Oil/Gas the fan
works either continuously or not at all

In HP mode, user can select Heat Pump to be activated in
Cool or in Heat

Internal / External Sensor control

24 hr / Am-Pm clock mode



Connections-
UPNP- Universally Plug N’ Play!

The CEM-24 & CEO-24 can be connected
In 2 different ways:

Simple connection directly to wall phone jack- thermostat is
the only device connected.

/ .
low voltage wires

(not supplied
‘ \ with thermostat)
N \
- EHT
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TL1
telephone jack
(wall mounted)

normal telephone extension phone jack to back of
(not supplied with thermostat) wires converter thermostat
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Connections-
UPNP- Universally Plug N’ Play!

Thermostat is connected to another device on the same phone line
(internet, fax, answering machine, etc...)

Connection to a DSL Micro-filter.

The Micro-filter must be used on a

TL2
TL1

i i low voltage wires
DSL phpne line to prevent noises Sel EYeNE (not sadpled
on the line. m D with thermostat)
] \
EHT

connected to a
telephone jack
(wall mounted)

M icrt—filter T ::If |E

phone jack to back of
wires converter thermostat
normal telephone extension —
DSL Internet (not supplied with thermostat)
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Accessories

Back Plate : 150 x 100 x 1.0 mm.
Wide Back Plate: 150 x 150 x 1.0 mm.
Temperature Sensor with 80mm lead

Temperature Sensor in decorative box

2 Temperature Sensors in decorative box (for averaging)
Duct Temperature Sensor

Outdoor Temperature Sensor in IP67 enclosure
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Contact information

Systems Controls & Instruments (UK) Ltd
Offer a WIDE range of products for the HVAC industry, such as:
Flush Mounting Thermostats
Programmable and Non-Programmable.
Tamper proof thermostats
that can only be operated froma remote control - for public areas.
Thermostat with phone communication

listen to your thermostat from ANYWHERE and change settings.

To obtain more information or technical support:
Tel : +44 (0) 1 93287 5227
info@sciuk.co.uk

www.sciuk.co.uk



